
Collaborate Instantly and More E�ectively with

&

Cross-Platform
Support

AirPlay & Google
Cast Support

Quad-View & 
Dynamic

Screen Layouts

Intuitive
On-Screen
Operations

Versatile
HDMI Input

Centralized
Management

Direct
Connectivity

Compatible
with Windows
and Mac OS

One-Click Control

Equipped with the top-of-the-line hardware and powerful, intuitive 
software, Vivitek’s NovoEnterprise delivers the adaptable performance 
enterprises require to wirelessly collaborate productively and e�ciently. 
Compatible with virtually all computers, tablets, and other smart devices, 
NovoEnterprise can be enhanced with the LauncherPlus accessory for 
instant screen mirroring from the press of a button.

www.vivitekusa.com
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WiFi

Antenna

LAN

Display Resolution

Remote Control

Security

Weight

Video Quality

Cross-platform Mirroring

AirPlay

Google Cast

Dynamic Screen layout

Intutitive on-screen operation

4-to-1 Screen (Quad screen)

Simultaneous Connections

Software Edition

Moderator Preview

Screen Annotation tool

File / URL sharing

Voting / Polling

AirNote

Whiteboarding

Classroom management

(attendance, lock student tablets, etc.)

HD Video and YouTube Streaming

Remote Manager

Software upgrade

Firmware upgrade

802.11 b/g/n, 2.4GHz/5GHz

External 2T2R, up to 300 Mbps

10/100/1000 Mbps 

Up to WUXGA (1920x1200)

HDMI out x 1

Audio out 3.5mm mini jack

HDMI in x 1

Audio in 3.5mm mini Jack x 1

USB Type A x 2

RJ45 (PoE)

MicroSD card slot x 1

DC jack Power-in

Kensington Lock

Internal - 8GB (eMMC flash)

External -MicroSD card slot (up to 32GB)

RF

AES-128 encryption

Operating: 32° ~ 104° F; 0° ~ 40° C ; 

Storage: -4° ~ 140° F; -20° C ~ 60° C

Input to AC Adaptor: AC 100-240V, 50/60Hz; Output from 

AC Adaptor: 5V/2A; Consumption: 10W

6.5" x 4.8" x 0.8" 

(165 mm x 123 mm x 21 mm)

8.82 oz (250 g)

HDMI cable x 1, 

Micro USB to USB cable x 1, 

Wall Mount Kit x 1, 

Remote control x 1

USB Power Adapter

Antenna x 2

AAA battery x 2

LauncherPlus x 2

Up to FHD 1080P@30fps

Windows 7 / 8 / 10 (32 bits and 64 bits), Mac 10.7+,

iOS 7.0 and above, Android 4.0+, Chromebook 37+

Yes

Yes

Yes

Yes

Yes

Yes

Up to 64

Education & Corporate

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Free

Free

Free

Authorized Reseller Information

NE3000USQL2MODEL NAME

Compatible with Windows & Mac OS

Embedded WiFi

70x70x14 mm / 60g

2.76 x 2.76 x 0.55 inches / 0.13 lbs 

Operating System

Wifi

Dimension & Weight

Output

Input

Storage

Ambient Temperature

Power

Dimension (L x W x H)

LauncherPlus

What is in the box

OS support


